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1. 안전상의 유의점
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2. 제품 도착시의 확인

3. 특 징

4. 사용하시기 전에
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5. 사용상 주의

5. 1 설치상주의
1. 사용주위온도범위-10℃~+40℃습도85% 이하의장소에서사용하여주십시오.

또한직사광선이닿는곳, 수분이나기름기가있는곳은피하여주시고이러한장소에서

사용시는COVER등을설치하여주십시오.

2. 진동, 충격이심한곳, 먼지가많은곳, 인화성GAS, 부식성GAS등이발생하는장소는

피하여주십시오.

3. 본체COVER,KNOB 등은수지제품이므로메칠알코올, 벤젠신나등의유기용제,

암모니아, 가성소다, 강알카리성이있는분위기에서사용하지마십시오.

5. 2 배선상의주의
1. 고용량의전기로, 용접기용사이리스타(THYRISTOR)에서제어된기기와병렬운전을하면

오동작하는경우가있습니다. 별도회로의전원으로분리해서배선하십시오.

5.3 취급상의주의
1. MOTOR의LEAD WIRE 부분을잡고운반하지마십시오. 단선의위험이있습니다.

2. MOTOR의축(SHAFT)이손상되지않도록보호하십시오.

보호용TUBE가씌워져있습니다.

5.4 운전상의주의
1. MOTOR의표면온도는90℃이하에서사용하십시오.

2. 장시간정지할경우에는전원을OFF로하여주십시오.

3. 전원을접속하기전에반드시스위치를 `STOP'위치로설정하여주십시오.
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6. 사용 방법
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7. MOTOR  외형도
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8. 보수 고장 원인과 대책
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9. 취부 방법
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10. 사양 및 OPTION 11. CONTROLLER 외형도
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■ Thank you for purchasing SPG MOTOR products.
Please read this user manual thoroughly before installing and operating 
the motor, and always keep the manual where it is readily accessible.

1. Precautions P.21

2. Checking the products P.22

3. Characteristics P.23

4. Before using P.23~24

5. Cautions before using P.25

6. How to use P26~27

7. Demension of motor P.28~29

8. Mending reason of hitch and resolutions P.30~31

9. Installation P.32~33

10. Specification & Option P.34

11. Demension of controller P.35

<  C O N T E N T S  >

1. PRECAUTIONS
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2. Checking the contents

3. CHARACTERISTICS

4. BEFORE USING
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5. CAUTION BEFORE USING
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6. HOW TO USE
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7. DEMENSION OF MOTOR
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8. MENDING REASON OF HITCH AND RESOLUTIONS
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9. INSTALLATION
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10. SPECIFICATION & OPTION 11. DEMENSION OF CONTROLLER


